KA-TW / KA-TW-K

24VDC
230VAC
OnucaHue npogykTa Product Information
AN WWAPOKUX U TAXKENbIX OKOHHbIX CTBOPOK for wide and heavy window wings
3NEeKTPOHHOE perynmpoBaHue CUsibl U NO3ULUMn electronic strength and positioning control
MHAMBMAYanbHOe NporpaMmMmMpoBaHue individual programmable
KOMMaKTHasA KOMOGUHaLMA NpUBOAOB compact drive combination
npuMeHsieTcA Ana AbIMOoyAaneHus U BeHTUNALUMU applicable for smoke and natural ventilation
BbiCOKasi cuna gasneHus u tarm go 600N high pressure and tensile force, up to 600N
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XapakTtepucTukm

- NpUMeHsieTcsa Ans KnanaHoB AbiMoyaanexus, D+H Euro-RWA
no DIN EN 12101-2, a Takke Ans eXegHeBHOro NpoBeTpuBaHns

- obopyaosaHO ynpasnsemMon MUKPONPOLLECCOPOM MOTOPHOM U
CUHXPOHU3UPYHOLLE ANEKTPOHMKoN BSY+

- NPUBOAHbIE XapaKTEPUCTUKN 1 ONIUHY NPUBOAA MOXHO WHOVBU-
AyarnbHO 3anporpaMMmMpoBaTh Ha KOMMbIOTEPe

- highspeed-dyHkuus (HS) ans 0co6o 6bICTPOro OTKPbLITUSA OKHA
B Cryyae noxapa (abimoyaaneHuve)

- [OBe uenu Ans onTyManbHOro pacnpeneneHns Harpy3ku Ha okHe

- BbICOKasi cuna gasneHuns, bnarogaps cneunansHon
cTabunusaumu uenm

- TemnepatypHas yctonumsocTb (30 MuH./300°C) n npoBepka
10.000 ymknamm npyM HOMMHANbLHOWM Harpy3ke

- BecwymMHas paboTa MOTOpa B BEHTUSSILMOHHOM pexvnme

- 060opyAoBaHO AOMNOMHUTENBHOWM aKTUBHOW M NMacCUBHON
3aLUMTHOM CUCTEMOW OT 3alleMIIeHUst B OCHOBHOM MecTe
3aKpbITKSA, ONUMOHANbHOE pacLUMpeHne NPsSiMbIM NOAKTIYEHNEM
3aLLUUTHON NIaHKu

- pa3srpyska ynrnoTHUTENs Mnoce 3akpbiTUs OKHa

- NOAKMYEeHUe NuTaHusi ¢ obenx CTopoH (kpome BapuaHTa "-K")

- Takke Bo3MoxeH BapunaHT 230V (KA 66-TW-K)

- BO3MOXHa nakvpoBka BO Bce LiBeTa RAL

- pasnuyHble ONuuMK, Hamp. OrNoBeLLeHMe O No3nLUK 1 cTaTyce

- MOHTaXHbl€ KOMMIEKTbI, NOAXOASLUME K T0ObIM NPOUIBHBIM
cuctemam

Mpvmep NpUMeHeHus

KA-TW / KA-TW-K

Features

- useable for smoke ventilation, D+H Euro-SHEV according to
DIN EN 12101-2 as well as daily natural ventilation

- equipped with microprocessor-controlled motor and
synchronous electronic BSY+

- all drive functions, characteristics and stroke lenght are
individually programmable via PC

- smoke ventilation with high-speed function for a fast window
opening in case of fire

- two drive-chains for optimal power transmission into the sash
frame

- high pressure force by special chain stabilization

- fire resistance (30 minutes/300°C) and 10.000 double strokes
with rated load tested

- extra silent motor running in ventilation mode

- equipped with additional passive and active anti pitch function
for the main closing edge, optional expandable by direct
connection of a safety edge strips

- window gasket relieve function after closing procedure

- power supply from both sides possible (not with "-K")

- also available in 230V-version (KA 66-TW-K)

- possibility of paint in all RAL-colours

- various options available, e.g. position/ and status indications
- Mounting-sets coordinated with profile systems available

Example for Application

MakcumanbHas Harpy3ka Ha Lenb /
maximum pressure load per chain

400
=z
KpoHLuTeiiHbI 3akasbiBaTh / 5] 300
oTaensHo S 200
please order bracket =
set separately g 100

TexHndeckne OaHHble Technical Data

Tun npueogal type KA 66-TW KA 66-TW-K

Mutanue/ power supply 24VDC +15%, 2A 230VAC +10%, 60VA

Cwuna paBneHus/ push strength 2x 300N

2x 300N

3alUMTHOE OTKIKYEHIe
2x 150N ety cutoff strength

2x 1000N

Cuna Taru/ pull strength
Cwuna 3akpbiTis/ closing strength
Cwuna 3anupatus/ locking pressure

~ 8,55 /100mm

B 3aB. OT Harypyakiu
\oad-dependgmy

CTaHaBNBaeTCA

Bpewms oTkpbITMs/ opening time
Bpems oTkpbiTis/ opening time (HS) ~8,2...6,2s/100mm

Bpewms 3akpbiTusi/ closing time ~ 10s /100mm

ree adjustable
Bug 3awmrsl/ protective system IP 32
Temn. ananasox / range of temp. -5°C ... +75°C
[MoakntoyeHue / connection 2,5m Silicon

Kopnyc / housing

MpaBa Ha TexHWYeckne N3MEHEHNST COXPaHSIOTCS.
Rights to technical modifications reserved.
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aHoaMpoBaHHbIV antoMuHun / silver anodized

* 230VAC Bepcus (-K):
pasmep / size A: + 278mm
pa3mep / size C: = 312,5mm

Xoa * *
stroke A B C

Tun
type

KA 66-TW065 <500 | 997 | 650 |173,5
KA 66-TW1 <800 | 1347 | 1000 | 173,5
Tun Ne apr. Xoa Bec Mpumevanms
Type Ord.-No. | Stroke | Weight | Comment
KA 66/350-TW065 | 26.013.10 = 350mm ' 3,60kg | TWO65:
anctaHums uenu 650mm
KA 66/500-TW065 @ 26.013.20 500mm 4,00kg chain distance 650mm
KA 66/350-TW1 26.013.30 | 350mm | 4,00kg §
KA 66/500-TW1 26.013.40 | 500mm 4,40kg | Twl: %
avctanums ueny 1000mm <
KA 66/600-TW1 26.013.50 | 600mm | 5,00kg  chain distance 1000mm =}
=}
KA 66/800-TW1** 1 26.013.60 = 800mm ' 5,60kg ‘,'3
o2}
>

** y4nThIBATH AMarpamMmy Harpysok!
** observe pressure load diagramm!
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